NOTES:
1. MATERIAL:
SEE TABLE
2. FINISH:
2.1 CONTACT:
40u” MIN. NICKEL PLATING OVERALL
60u” MIN. MATT TIN PLATING ON SOLDER TAIL
2: GOLD FLASH(0.5U” MIN.) PLATING ON CONTACT
2.2 SHELL:
50u” MIN. NICKEL PLATING OVERALL
3.ELECTRICAL CHARACTERISTICS:
3—1.RATING: DC 20V 5A (OVER AMBIENT AT: 30°C MAX.) —
3—2.CONTACT: RESISTANCE:20mQ MAX.(INITIAL)
30mQ MAX.(AFTER TEST)
3—3.DIELECTRIC WITHSTANDING VOLTAGE:500V AC FOR ONE MINUTE.
3—4 INSULATION RESISTANCE:100MQ MIN. MEASURED BY 500V DC.
4. MECHANICAL CHARACTERISTICS:
4.1 INSERTION FORCE: 1.2~2.7kg.(INTITIAL) / 1.0~2.7kg.(AFTER LIFE TEST) 2
4.2 WITHDRAWAL FORCE: 1.0~2.7kg. (INTITIAL & AFTER LIFE TEST)
5. LIFT TEST: 5000 CYCLES.
3.30 6. SPEC. PLS. REFER TO SPEC—30706—XXXXX—XXX
m 2 60 360 \ 7. PACKAGE PLS. REFER TO 30738-000XX—XXX—PCK
) - PCB EDGE 8. PART NUMBER
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C/H: D

2.82540.15 ‘ | 1.987540.15

UDJ ®
| H o (3.2)

| VACUUM
PICK UP AREA

f

2.60

8.15
2—-7.50

12.2
11.9

(4.1)

l::' ‘7.90
)
\

N--

2y

)
9.55

1T
| —
{1
—
(1.0)
7.43
8.07

NANNNNNANNNNNNNN Y

(5.45)
7.35

S \NNNNNNNANNNNNN

5.47

NN

(5.3)
2-3.35
g‘

\
DATE CODE (4.2)

HOUSING
RECOMMENDED PCB LAYOUT (TOP VIEW) MATERIAL

C/L OF SHELL (TOLERANCE:i0.0ESmm ; THICKNESS=1 Ot) 001 |[BLACK PAAT+30% G/F
@1 O+O'O(P\N> <SHELL AND NEGATIVE ELECTRODE IN PCB 002 |BLUE(PANTONE 298C) PA10T+30% G/F
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UNITS SIZE DWG NO.
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XXX j:01 SCALE SHEET NO. REV PART NO.
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COPPER ALLQOY, 0.2T GOLD FLASH
COPPER ALLOY, 0.2T GOLD FLASH
COPPER ALLOY,1.0T GOLD FLASH
STAINLESS STEEL, 0.2T NICKEL PLATED
SEE NOTES, UL94V-0 COLOR SEE NOTES p—
Y MATERIAL PLATING & COLOR
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3. SIGNAL PIN CONTACT
0.7
4 LOCKED (VA WORKING DISTANCE)
5. FULLY MATED POSITION
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