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SECTION A-A

HOW TO MATE AND UNMATE

MATEE D —n——= ®
UNMATE: ® = (@

NOTES:
1.MATERIAL:
1.7 CONTACT: PHOSPHOR BRONZE.
1.2 HOUSING: HIGH TEMPERATURE THERMOPLASTIC,
UL94V—0;COLOR:BLACK.
2.FINISH:
2.1 CONTACT AREA:
50u"~100u” NICKEL UNDER PLATING OVERALL.
1.GOLD FLASH ON CONTACT.
2.2 SOLDER AREA:
50u"~100u” NICKEL UNDER PLATING OVERALL.
1.GOLD FLASH ON CONTACT.
5. SPEC.PLS REFER TO PS—53014—XXXXX-XXX
4. PACKAGE PLS REFER TO 53011-002XX-U5-TRP
5.PART NUMBER

53011-002 X X — CAX

L,

XXX | LOGO |[REMARK BOSS
CA1 | ACES | OTHERS [WITHOUT BOSS
PLATING

1: GOLD FLASH

2: G/F ON CONTACT

NO OF CKT

PACKING ——
0: TAPE & REEL
1: TUBE

QUALITY SYMBOLS _[PrAWNBY
MAIOR @®
CRITICAL ©

GENERAL TOLERANCES |LuJing Quan 23/04/19[TTE
(UNLESS SPECIFIED ) ~ [APPROVEDBY oAl BATTERY HOLDER 4.2H SMT
+05 hsieh,fuyu 23104119

X

X

XX

XXX
ANGLES

Huang,ShunSen
CHECKED BY

il ACES ELECTRONICS

+0.25 UNITS SIZE RFQNO.
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